




C-Lube Linear Way ML
C-Lube Linear Way MLV
Linear Way L

C-Lube Linear Way ME
Linear Way E
Low Decibel Linear Way E

C-Lube Linear Way MH
Linear Way H

Micro Linear Way L

1, 2, 3, 5, 7, 9, 12, 15, 20, 25

4, 6, 10, 14, 18, 24, 30, 42

Standard 
type

Wide type

Size

ME
LWE

MET
LWET

MES
LWES

15, 20, 25, 30, 35, 45

Size

8, 10, 12, 15, 20, 25, 30, 35, 45, 55, 65

Flange type
mounting from bottom

MH
LWH

Flange type
mounting from top�¢ 1�£

MHT
LWHT

Block type
mounting from top

MHD
LWHD

Compact block type
mounting from top

MHS
LWHS

Size

C

No 
symbol

G

L

Length of slide unit

Size

Short

Standard

Long

Extra long

C

No 
symbol

G

Length of slide unit
Short

Standard

Long

C

No 
symbol

G

L

Short

Standard

Long

Extra long

Length of slide unit

Models and Size Variations

A variety of models and size variations

Thanks to the structure with two rows of balls to contact with the way at 
four points, stable accuracy and rigidity can be achieved even in applica-
tions where load has variable direction and size or complex load is applied, 
despite its very small body.

Standard type Wide type

Versatile linear motion rolling guide that has achieved utility pursuing com-
pactness in every aspect. Low decibel types with resin separator to prevent 
direct contact between balls are also available.

High rigidity linear motion rolling guides designed to evenly support high 
load capacity by incorporating large-diameter balls. Stable accuracy and 
rigidity can be achieved even in applications where load with variable direc-
tion and size and complex load are applied.

Ball Type Compact Series

Ball Type High Rigidity Series

Ball Type Miniature Series

As the lineup of track rail width from 1 mm to 6 mm is available, you can select an optimal 
product for the speci�cations of your machine and device.  For LWL1, world's smallest 
size is realized: track rail width of 1 mm, slide unit width of 4 mm and assembly height of 
2.5 mm.

ML
LWL

MLF
LWLF

Note �¢ 1�£ Some models may be mounted from bottom.

Flange type
mounting from bottom

Flange type
mounting from top

Block type
mounting from top

C-Lube Linear Way MV

20, 25, 30

Size
Standard

Length of slide unit

Despite its extra low pro�le and extra light weight, this linear motion rolling 
guide has the maximum load rating among the ball types while achieving 
high load capacity.

Ball Type Low Profile/Light Weight Series

M53 M54

M



Length of slide unit

10, 12, 15, 20, 25, 30, 35, 45, 55, 65, 85, 100

Size

C

Short

No symbol

Standard

G

Long

L

Extra long

Four-row roller guide of  world's smallest size 
Track rail width  of 10 mm

Four-row roller guide of  world's smallest size 
Track rail width  of 10 mm

LRXD10…SL
Stainless steel made

C-Lube Linear Way MUL
Linear Way U

Linear Way F C-Lube Linear Roller Way Super MX
Linear Roller Way Super X

Flange type
mounting from top / bottom

Low pro�le �ange type
mounting from top

MX（1）

LRX（1）
MXN

Low pro�le block type
mounting from top

MXNS

Block type
mounting from top

MXD
LRXD

Compact block type
mounting from top

MXS
LRXS

Note （1）  Size 20 series allows only for mounting from top and model mounting from bottom is MXH and LRXH.

Linear motion rolling guide that has achieved the highest level of perfor-
mance in all characteristics utilizing the roller's superior characteristic, such 
as rigidity, load capacity, running accuracy and vibration damping property. 
With extra long unit with the maximum slide unit length, load capacity and 
rigidity are improved and running performance with super high accuracy is 
realized.

Roller Type

Size

25, 30

25, 30

40, 50, 60, 86, 100, 130

MUL

LWUL

LWU

Size

40,60,90

33,37,42,69

33,37,42

LWFH

LWFF

LWFS

Linear motion rolling guide of the structure with way inside the track rail of 
U-shaped section and slide unit therein. With the U-shaped track rail, rigid-
ity against the track rail moment load and torsion is signi�cantly improved.

Ball Type U-Shaped Track Rail Series

Ball Type Wide Type Series

As wide track rail is used and the distance between the load points is long, 
this is a linear motion rolling guide suitable to single-row use due to the 
structure resistant to across-the-width moment load. It is also resistant to 
complex load.

Small type
MUL
LWUL

Standard type
LWU

Flange type
mounting from top / bottom

Standard
Length of slide unit

Standard
Length of slide unit

LWFH

Flange type
mounting from top / bottom

Block type
mounting from top

LWFF LWFS

Models and Size Variations

A variety of models and size variations

No
symbol

No
symbol Super high rigidity

Super high load capacity

High running performance

Excellent frictional characteristics

M55 M56

M



M

M58M57

Presentation of Mechatronics Series

Precision Positioning Table

● Light weight precision positioning table 

made of high-strength aluminum alloy.

● Built-in C-Lube for long-term maintenance-

free service.

TE   B

● Very compact positioning table that 

is 20mm high（sectional） and 17mm 

wide driven by a ground ball screw.

● +/-0.5micron repeatability is achieved 

with 60 mm stroke length.

TM

Micro Precision Positioning Table

TU Series
        Precision Positioning Ta-
ble TU is a compact and slim po-

sitioning table with good load bal-

ance and high resistance to com-

plex loads, in which the side table 

is arranged inside the U-shape 

track rail.  Six types with a track 

rail width of 25～ 130mm are 

available.  Each slide table length 

can be selected as required.  Dif-

ferent table specifications includ-

ing ball screw, motor, sensor, etc. can be selected.  This allows each user to configure the 

most suitable positioning table for each application.

Abundant options meet diversified market needs such as a motor loopback specification, table 

with bellows, table with bridge cover, and table finished by black chrome surface treatment.

Linear Motor Table LT
The           Linear Motor Table LT is 

a compact and lightweight direct-

drive positioning table with a very 

small sectional height in which an AC 

servo-motor and an optional linear 

scale are integrated in a moving table 

and a bed made of aluminum alloy.

The         Linear Motor Table LT 

employs a C-shaped magnet yoke, 

and a coil board is sandwiched be-

tween two stator magnets.  It pro-

vides a high thrust of 450N though its height is only 40 mm.  The moving table is as light as 1.5 kg but 

provides high thrust.  It permits high acceleration and deceleration exceeding 10 G.  (In the case of 

LT150 CG.)  Also, High Thrust Series LT…H outputs 900N thrust.

Using advanced servo technology, this product achieves high static stability and high-speed stability.

Mechatronics SeriesMechatronics Series



SERVICE NETWORK OF           PRODUCTS

Recognizing that conservation of the global environment is 
the top-priority challenge for the world’s population, Nippon 
Thompson will conduct its activities with consideration of the 
environment as a corporate social responsibility, reduce its 
negative impact on the environment, and help foster a rich 
global environment.

ISO 9001 & 14001 Quality system 
registration certificate

• The specifications and dimensions of products in this catalog are subject to change without prior 
notice.

• When these products are exported, the exporter should confirm a forwarding country and a use, and, 
in case  of falling under the customer's requirements, take necessary procedures such as export 
permission application.

• Although all data in this catalog has been carefully compiled to make the information as complete as 
possible, NIPPON THOMPSON CO., LTD. shall not be liable for any damages whatsoever, direct or 
indirect, based upon any information in this catalog. NIPPON THOMPSON CO., LTD. makes no 
warranty, either express or impiled, including the impiled warranty of merchantability or fitness for a 
particular purpose.

• Reproduction and conversion without permission are prohibited.
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 Fax : +49 (0)6821-99 98 626
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 E-mail : nts@ikonet.co.jp
France Branch
 Roissypole Le Dôme  
 2 rue de La Haye  
 BP 15950 Tremblay en France  
 95733 Roissy C. D. G. Cedex  
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 Shenzhen Office  
 Room 532, Oriental Plaza,   
 1072 Jianshe Road, Luohu District, Shenzhen, Guangdong  
 People’s Republic of China 518001  
 Phone : +86 (0)20-8384-0797
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 Chengdu Office  
 Room 01-A, 12F of Tower 1, Central Plaza  
 8 Shuncheng Avenue, Jinjiang District ,Chengdu, Sichuan  
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 People’s Republic of China 266555  
 Phone : +86 (0)532-8670-2246
 FAX : +86 (0)532-8670-2242
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 People’s Republic of China 110001  
 Phone : +86 (0)24-2334-2662
 FAX : +86 (0)24-2334-2442
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